






























































I 42 TEMPERATURE MANAGEMENT

Temperature control

The ideal room temperature is highly dependent on individual
preferences. Besides of creating comfort, a flexible control of
heating, ventilation, and cooling also provides a healthy indoor
climate and increases energy efficiency.

ROOM THERMOSTAT FLOOR THERMOSTAT

Individual adjustment of the room tempe-
rature using the rotary control of the room With the floor thermostat, floor heating
thermostat. systems can be comfortably adjusted.















52 PLUG & LIGHT PLUG & LIGHT 53 m—

Plug & Light

The modular system redefines interior lighting
design. For perfectly dimmable LED light in
matching switch design.
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The Plug & Light LED spotlights

| -
r \ |l
LS PLUS in aluminium AFLOW in white

N\

A CREATION glass frame in white A 550 in black

The Plug & Light spotlight designed by Insta is a modern LED
light insert, available in the design frames of the JUNG A and
LS ranges. The Plug & Light spotlight is available to match the
colour and material of the selected switch design.
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PLUG & LIGHT 57 mo —

The Plug & Light
LED wall luminaire

LS 990 in stainless steel AFLOW in white

ACREATION in aluminium appearance AB50linblack The design of the Plug & Light wall luminaire is reminiscent of a
classic switch. The asymmetrical light distribution ensures spatial
area illumination. JUNG provides the LED wall luminaire with
frames of the A and LS ranges. The Plug & Light wall luminaire is
also available to match the colour and material of the selected
switch design.
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eNet

SMART HOME
eNet SERVER CONTROL WITH WALL TRANSMITTER
an |
B
ACTIVATE SCENE { LT .'I e = 2
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= : It allows programming, visualisation and Operation of the wireless Smart Home in the
Ceiling light N ' } control of all functions. switch design.
Desk lamp Gl
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The receivers are available in various designs and Cross-trade functions can be realised in the
can be installed appropriately depending on the eNet SMART HOME, including the smart
local conditions. tado® heating control.
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eNet SMART HOME is the wireless standard for advanced and
convenient operation using a smartphone, either locally or
remotely. For safe, fully encrypted communication.

The system features fast installation, easy functions, combine them into scenes and
operation, high flexibility and is future-proof. to control them conveniently using various
As aresult, it is surprisingly easy to network operating devices.
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JUNG Indoor stations with
Siedle system technology

Entrance

SIEDLE Systemtechnik
In-Home

HIGHLIGHT: SMART CONTROL PANEL
AS AN INDOOR STATION

The JUNG Smart Control turns into video
station for door communication via

the Siedle Smart Gateway. The clearly
structured interface enables simple and
convenient operation - and the large,
clear display provides increased safety at
aglance.

Required door communication: the JUNG
video and audio indoor stations in switch
design are impressive in their functionality
and look. There is not only an especially
large selection of designs available, but the
devices are perfectly compatible with the

VIDEO INDOOR STATION IN AFLOW

INTERCOM SYSTEM 61 e —

door stations from Siedle through the use of
Siedle system technology. The advantages
are in their ease of use and in a new variety of
options. The JUNG indoor stations fit harmo-
niously in with the overall design to match the
remaining electrical installations.

The video indoor station modules can be freely combined; a TFT colour monitor (2.7'/70 mm)

shows, who's at the door.

STANDARD INDOOR STATION
WITH GLASS FRAME

The audio indoor station standard can be
combined with different design frames to
suit the interior.

INDOOR STATION IN LS 990
ALUMINIUM

b+
2

The audio indoor station ensures high-quality
sound with best loudspeaker quality for flaw-
less door calls.
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19.0°C

Office

F 40 - comfortable operation
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KNX PUSH-BUTTON SENSOR KNX PUSH-BUTTON SENSOR RF . i
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Smart Home easy to use: with the consistently Smart Home via radio: with the battery-
large control buttons. operated wall transmitters.
KNX COMPACT ROOM CONTROLLER KNX ROOM CONTROLLER OLED

The KNX sensors and room controllers of the F 40 family provide
convenient operation via large buttons. They enable the control
?1‘%;9"{ ) Eﬂ of both the classic room functions such as lighting, blinds and
temperature, as well as scenes or multimedia. Depending on the
desired application the buttons may be individually labeled via
the JUNG Graphic Tool for better function assignment. Centrally
arranged colour LEDs for operation and status indication round
off the easy handling.

Versatile functions, intuitive operation. Brilliant, high-resolution OLED display.
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The KNX components of the F 50 family are designed with func-
tional buttons left and right and a large cover in the middle. This
is suitable for inscription either as a transparent label area or as
a cover matching the button colour, depending on individual
taste and purpose. The inscription is done by Graphic Tool, ad-
justable colour LEDs complement the design concept. With the
room controllers and push-button sensors in the various switch
designs, functions and scenes can be operated intuitively.
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F 50 - homogeneous

appearance

KNX PUSH-BUTTON SENSOR

Homogeneous appearance due to the
centrally arranged display or labelling field.

KNX COMPACT ROOM CONTROLLER

The devices with display comfortably control
temperature, light and blinds.

KNX PUSH-BUTTON SENSOR RF
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Placement as required: The wall transmitter
works wirelessly and is simply glued on.

KNXROOM CONTROLLER MODULE
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Smart temperature control in the various
JUNG Design.
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Alexa, switch on
the light in the
iving room!

Intelligent voice control

INTELLIGENT VOICE CONTROL 71 i —

The connection of KNX building technology with the Internet
of Things makes the home even more convenient. Important

interface: the JUNG voice control.

KNX MEETS VOICE CONTROL

The JUNG voice control is necessary for the Smart Home to listen
to speech. Itis the crucial interface between future-proof KNX
technology and the Internet of Things: The JUNG voice control
must be activated in the Smart Visu Server or Visu Pro Server so
that the subsystems behind the KNX technology become
speech-compatible. The connection to the voice control is very simple
and can be realised quickly by a specialist for their customer. In con-
sultation with the customer, the system integrator selects the building
functions to be controlled.

JIUN[G
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MANAGE VOICE COMMANDS

Users can customise voice commands for maximum convenience. Also retroactively! For example,
an imprecise “switch on wall lamp” becomes a more specific “switch on the ceiling floodlight in the
living room”. However, devices outside the KNX universe can also be integrated into the voice
control system by the user. This is then linked to the KNX functions accordingly - thanks to the

JUNG voice control interface.

Amazon Echo ———
Amazon Echo Dot

O

Google Home
Google Home Mini
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Servers and clients

Smart Control 19 Smart Control 15

Visu Pro Server
PR
KNX
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Visu Pro Server
Hotel Edition

N

Smart Controls
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Smart Control 10 Smart Control 7 Smart Control 5

Smart Visu Server
P
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sonos 7

KNX
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¥ ORACLE
protel Hospitality

Visu Pro Server
Senec Edition

eNet Server
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Intercom system
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Access the Smart Home with Smartphone or tablet?
No problem thanks to apps and MyJUNG.

A networked world requires high connectivity.
With its system technology, JUNG patrticularly
meets the requirements of digitisation. For
example, Smart Home residents can access
their digital home with the intuitive touch

‘/ SIEDLE Systerechnik

SSS SIEDLE

Mobile devices

With the JUNG system, Smart Home users
have everything under control, even when on
the move. High-performance apps, available
foriOS and Android, enable access to all sub-
systems in the networked home.

displays of the Smart Control range. Visu Pro
Server, Smart Visu Server and eNet SMART
HOME are optimised for operation with Smart
Control. Newest feature: the voice control of the
Smart Visu Server with Alexa.

LR S |
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Simple visualisation

SMART VISU SERVER
The simple visualisation for the smart home

Lighting, temperature, sun protection, music or the Philip Hue colour light /\
system: Using the Smart Visu Home user interface, the residents make their 1-0- =T
selections on the smartphone with a tap of a finger. If new devices are ad- ' ‘_ %’
ded, these are taught-in quickly. In this way, the Sonos Home Sound system & <

can also be controlled with the JUNG Smart Visu Server and provides your
favourite music throughout the home. Users can carry out their own settings
individually via the Smart Visu Home such as time-controlled switching
operations or status displays.

KNX functions can thus be implemented quickly and cost-effectively with
the Smart Visu Server. The software can also be updated and upgraded.
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Professional KNX Management

The JUNG Visu Pro Server is the professional way to visualise
and control building automation. Multiple independent KNX
systems can be operated and configured conveniently at the
same time.

JUNG VISU PRO SERVER

The JUNG Visu Pro Server is ideally suited to complex KNX applications, both in the private and the
commercial area. With the Visu Pro Server, users not only link KNX room functions such as shade, light
and temperature with multimedia, alarm system and more, but they are also extremely flexible in
operation. Whether this is through Smart Control, a connected monitor, or mobile with a tablet or a
smartphone, with its intelligent networking the residents have their entire building technology under
control, at all times.




I 78 GRAPHIC TOOL

N

@

Design as desired

LASER ENGRAVING
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The laser engraving also transfers the contours of symbols, texts and patterns through precise
removal of surface areas.

COLOUR PRINTING LABELLING
SCHLOSSHOTEL
FALKENSTEIN
The abrasion-resistant colour printing offers Integrated labelling fields can be designed
various possibilities of individual design with the help of our labelling service. This
options. optimises the assignment of functions.

With the online Graphic Tool accessible at www.jung.de/gt,
JUNG products gain individuality. Depending on the product,
material and personal requirements, it is possible to use laser
engraving, colour printing or labelling. Using text, symbols or
motifs, you can not only create an individual design but achieve
an optimum assignment of the functions.
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